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o —TJIVig&E Cable construction
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05Z1-K-Series

AmES BFHTEE BER/ GH2) P4 T ESE HMEESE BRI HEER ZER{ERER
Part number Nominal cross Condu.ctt.or/ No. of cores | Approx.overall | Approx.mass | Conductor ((':Euﬁe?][?cs:r’fy'i? HEHE
i composition, i i R
sectional area (dia?meter) diameter resistance capacttes(A300) Carbon dioxide
mm?*/AWG mm iy mm kg/km Q/km A kg-CO2/100m
0.14mm?/ 8/0.15
1405 00014(] 26AWG {0.5mm) e 15 4 132 75 -
0.25mm?/ 14/0.15
1405 000250 24AWG (0.65mm) e 165 ° o4 10 16
0.34mm?% 19/0.15
0.5mm¥ 21/0.18
1405 00050 ] 20AWG (0.95mm) 1c 1.95 8 34.6 15 2.1
0.75mm?% 33/0.18
B 18AWG (1.1mm) e 21 10 218 20
@fR555: K ¢ 153m(500Ft) Standard length : 153m (500Ft)
W:ERIFES Coreldentification-Number
Eﬁlﬁfw 00 01 02 03 04 05 06 07 08 09 10 75 99
iR/E = FE-771-) E 3 L3 1 7 =] 3 22 (51T =) B/& a/s
Color Green/Yellow Black Dark Blue Brown Violet Pink Orange Re: White Grey Light Blue White/Orange | White/Dark Blue

) w1 | ERBERE | Y-VI(VTII2 1% HIRE T FEERE it/ A Xtk BoiR RoHS#ER | ZUNARMM | /\OF > T7U—
;_7)[) l’?ﬁ Operating temp | Thermal index | Oil resistance |Flame retardant Flexing Noise resistance Wiring RoHS Directive Outgas Halogen free
aracteristics
o cable -40~+105C| 121T D c c D mENEEE | GBS A O
Internal Conformity
#1 T—JIVFEICOV T BROEMT —5ZSIRUTTE L, Refer to technical data.

H & Application %% R Characteristics
. BEESIBRECHR NOFVRPBZEZATHES T RBE- RAKICESNENRELEE A T CE UL,
 EEE C-ULICEGELTHD 1 DD —JILCEARUSEDBHN TEXY . e, ETDOER
. BRI {EEEBEDERICOENDRERIDEHEDRVRFERLAEERICRETY .

.N\agy>vIU—

05Z1-K series does not contain a halogen system material, and when burning and
incinerating, the poisonous substance is not generated. These enable to simplify the design

. Internal wiring and efficient storage for the reduction of costs due to CE,UL and c-UL approvals.

. Signal line
. Power line
. Halogen free

MERSE Approval*®?

XEFAYOITOHFBERERTT7—T7V— FAEEENCTDETTY . AEREICKO T, TEeDMERMERLTIEEL,
%The current carrying capacities of this catalog is a value at the ambient temperature 30°C in the air.

WEERAMREL Temperature Correction Factor

BE(C)

i i 21~25 26~30 31~35 36~40 41~45 46~50 51~55 56~60 61~70
R

s (e 1.05 1.00 0.94 0.88 0.82 0.75 0.67 0.58 0.33

A ftem CE uL c-UL
L R 50239583 E 194236 E 194236
Certificate number
SREE AT CSAC 222
Approval | _Stndard EN 50525 UL 758 No.210
T=IdWTH1Y Class I
Cable designation 05z1-K 1790 Group A/B
/Riﬁgﬁgtage 300/500V 300V 300V
E? %Itage 2000V/15min
HEIRIKHT o
4 Insulation resistance 200MQ-km (at20°C)

Characteristics | @riRE o o . .
Temperature range —15C~70C 105C 105C
mr[l?:nfn% bending for radius 6D D=/ —7JL444%/Outside diameter
BRI EN 50265-2-1
Flame retardant (IEC 60332-1) vw- ‘ ri

s gﬁiuctor IEC 60228 Class 5 ASTM B-3

Construction | #&#& TPE

%2 FREINBIEY 1 XICK>TEIFEDFE T, Approval is depending on products.
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07Z41-K
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of cable

r—J )4 Operating temp

Characteristics

EFREERE | T-VI(UTvIR oz} oAt TR ifif./ A X% [ RoHS#ES | ZONARMIG | /\OS > TU—
Thermal index | Oil resistance | Flame retardant Flexing Noise resistance Wiring RoHS Directive Outgas Halogen free
-40~+105C| 121C D E G D HEnEEE | ES A o
Internal Conformity

o —TJIVig&E Cable construction

C

€ &

07Z1-K-Series

cm Us

¥1 =T )M DV TIF BEROEM T —5ZSRU TS, Refer to technical data.

A &

Application

. BEESIBRECHR

. (55
. BRI

.N\agy>vIU—

. Internal wiring
. Signal line

. Power line

. Halogen free

MERSE Approval*®?

¥ R

Characteristics

NOFURYPBZSATHES T AR HARBICEEYENFELELZTE Ao Ffc. CEUL,
C-ULICEELTHED 1 DD —JIVCTEARUZEDHEEN TEXT . Ffe. RETDOHEHR
{EEEBEDERICOENDRERIDEHEDRVRFERLAEERICRETY .

07Z1-K series does not contain a halogen system material, and when burning and
incinerating, the poisonous substance is not generated. These enable to simplify the design
and efficient storage for the reduction of costs due to CE,UL and c-UL approvals.

BRES B{RUAEE BRERL (MR Py TS BHEES B{REHT FEER TR
Part number Nominal cross Conductor No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 60364-5-52) BEHE
sectional area Cimatory dameter resistance | a0 | Carbon dioxide
mm?/AWG mm vy mm kg/km Q/km A kg-C02/100m
1407 00250[] 212;‘\;/";/ 33;?]12) 1c 35 31 7.98 40 7.2
oo | tmm e e | e s s s |
1407 00600 618;‘\;/";/ Z{f’f{g ! f 1c 47 66 330 68 17.3
1a07 ot0000) | 1o rasn1s 6 | e | m | | -
1407 016000 o Z‘“ggrﬁ‘; 1c 73 168 121 127 16
40702000 2;53\7;/ 1?589410&11)8 1c 9.2 258 0.78 174 -
1407 035000 325%/ 1?7/.373;;0,{1%6 1c 10.1 350 0.5335 213 83.6
(e s 51021\,%/ 1?57841051%6 1c 125 509 0.386 280 -
1407 07000[] Z%T“TVZ 1?172/ 18?7/1?712)6 1c 156 730 0.266 368 195
1407 09500[ ] 3%23&2 1?1/1/ 13?1%6 1c 17.8 949 0.206 434 -
1407 1200007 S e 1c 19.9 1220 0.161 517 290
1407 150000 ;ggl\"jm 1?@’ %1:]?156 1c 22 1510 0.129 601 -
1407 18500(] 22332}]’ 3%/ 14?1%6 1c 24.4 1822 0.1011 692 435
1407 240000 igg%\z 3%’ 117rr/1?nz>6 1c 2738 2373 | 0.07867 790 -

@ R5E5RE | 35milAT 1 163m (500Ft) /50mil k : 76m(250Ft)  Standard length : 1.5~35mif : 153m (500Ft) /50~240mif : 75m (250Ft)

W:RIZES  Core-ldentification-Number

IEE Item CE UL c-UL
Eﬁ%ﬁi number R 50239583 E 194236 E 194236
ool | ot En 50525 U 758 e’
G inagraten 0721 K 10149 Grous A/B
/Riﬁgﬁgtage 450/750V 600V 600V
E? %Itage 2000V/15min
ﬁﬁ . ﬁﬁﬁﬂ resistance 200MQ-km (at20°C)
Characteristics Eﬁéﬁim ange —15C~70C 105°C ‘ 105G
m.ﬁf bending for radius 6D D=4 —7L4}4%/0utside diameter
ReRRr) A |
s gﬁum IEC 60228 Class 5 ASTM B-3
Construction | #&#& TPE

B
Part nuﬁbe, 00 01 02 03 04 05 06 07 08 09 10 75 99
R/E 2 B(E-770-) % L3 b =] 3 2 (71T =) 5/1% B/F
Color Green/Yellow Black Dark Blue Brown Violet Pink Orange Red White Grey Light Blue White/Orange | White/Dark Blue
XANYOTOHBFTERERFEIT7—T7VU—EFEEENCTOETY . AFREICL T, TieORIERMERUTIREL,
%The current carrying capacities of this catalog is a value at the ambient temperature 30°C in the air.
WEERAMREL Temperature Correction Factor
BEE(C) ~ ~ ~ ~ ~ ~ ~ ~ ~
G 21~25 26~30 31~35 36~40 41~45 46~50 51~55 56~60 61~70
RE
Correction factor 1.05 1.00 0.94 0.88 0.82 0.75 0.67 0.58 0.33

%2 FREIANBIE Y A XICK>TEIEDFE T, Approval is depending on products.
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ECOLEX79T

NFPA70/79%4i BEERENT—TIL

J\O0%">7—/HALOGEN FREE

=2 F=7
Sheath Tape

#ll/Reference ECOLEX79T 16AWGx3c

Insulation

NFPA79% NFPA7OxdI%

BRI

Environmental control

ERIE ., ik
' Conductor X ngsvIU—
&, | mmmsS
X PN
@) | yo—rvms
* ISO1400 188

o —TJIVig&E Cable construction

C E C@us ¢ us

ECOLEX-Series

TRYERER
PREE

Carbon dioxide

A kg-CO2/100m

=TV

Characteristics
of cable

EFREERE | Y-V UTvIR oz} HepAtE TR ifif./ A X% [ RoHS#ES | 7ONARMIG | /\OS Y TU—

Operating temp | Thermal index | Oil resistance |Flame retardant Flexing Noise resistance Wiring RoHS Directive Outgas Halogen free

-40~+105C| 121C D B G D wEsEEE | ES A o
External Conformity

BRES BRMETE | BERVGR) | BRI Py SR BEES B{REHT FEER

Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 80364-5-52)

sectional area composition/ insulation diameter resistance Current carrying

{diameter) capacities(At30T)

AWG mm mm iy mm kg/km Q/km
1479 0007502 2c 8.7 97 19
1479 0007503 3c 9.1 112
1479 0007504 4c 9.8 133
1479 0007505 5¢ 11.6 183
1479 0007506 6¢ 12.4 211
1479 0007507 7c 13.3 243
1479 0007508 8 14.2 276
—_— 18AWG 83/018 2.7 ¢ 21.8

1479 0007510 (.1mm) 100 15.1 287
1479 0007512 12¢ 15.5 321
1479 0007516 16¢ 17.8 434
1479 0007518 18¢c 18.6 479
1479 0007520 20c 19.5 526
1479 0007525 25¢ 21.4 605
1479 0007530 30c 225 696

¥1 =T )M DV TIF BEROEM T —5ZSRU TS, Refer to technical data.

H 3= Application

. KA SLERECHR
. BIRR. T —J IV LA EetRA
.N\gyvIU—

. External wiring

. Power line for tray cable
. Halogen free

¥ R

NOFVRYBZEZSATHES T RE-RAKICEEYEDRELTE A K. CEUL,
c-UL. NFPA70/79ICEEBLTHED 1 DD —JIVCERRUEZEDHEENTEEXT,
Tl R OBRIEEEBEDERCOBENORRLDENRDORVRANEERLEBEEE
[CRBCTI,

Characteristics

ECOLEX79T series does not contain a halogen system material, and when burning and
incinerating, the poisonous substance is not generated. These enable to simplify the design
and efficient storage for the reduction of costs due to CE, UL, c-UL and NFPA70/79

approvals.
MERSE Approval*®?
IEH ltem CE (UL) (UL) UL c-(UL) c-UL
- E 194237 E 207230 E 194236 E 194237 E 194236
A igii‘fl al B VDE 0281 uL 62 uL 1277 UL 758 Csh C222 CspC 222
Caie deceraton (IE 16 BANG SE TC 21002 ST Groep /B
Fored vaage 600/1000V - 16, 2ANG 600V 600V 600V 600V 600V
E? %Itage 2000V/15min
ﬁﬁ . ﬁﬁ;ﬁﬁ resistance 200MQ-km (at20°C)
T —15C~70C 105C ‘goncgg;%&‘eﬁﬂg ch‘ 105°C 105°C ‘ 105°C
m?:nfn% bending for radius 6D D=%—7L44#%/0utside diameter
P etardnt ) Vw-1 | isere= | vw-1 FT1 | FT!
Comuctor IEC 60228 Class 5 STV B3
Conﬁuﬁction :ﬁﬁ'/aﬁg:ore identification TPE/R/F>\)>JBA+#3/# (Black core with white numbering + G/Y)
Sheath St slor TPE/E (Black)

%2 FRRINBII Y A XICK>TELEDZF T Approval is depending on products.
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@555% K : 153m(500Ft) Standard length : 153m (500Ft)
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ECOLEX79T

NFPA70/79%I BEEREINT—2 I

& —7J)UiE&E Cable construction

o —7J)Uig& Cable construction

C E c@us ¢ us

ECOLEX-Series

AmES BFETERE | BMERUGOIE) | HERSE e TSR BMEEE BIMER HFEER | A=A
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 60384-5-52) BHtE
sectional area C?(’j?;)r%zltté?;/ insulation diameter resistance cg;gcﬁgte;a/\rgl()ﬂ“g@) Carbon dioxide
AWG mm mm B mm kg/km Q/km A kg-C02/100m
1479 0015002 2c 9.5 121 25 27.9
1479 0015003 3c 10.0 141 21 35.0
1479 0015004 4c 10.8 170 19 42.6
1479 0015005 5c 12.7 230 18 57.8
1479 0015006 6c 13.6 268 17 66.3
1479 0015007 7c 14.7 310 16 75.3
1479 0015008 53/0.18 8c 15.6 352 15 83.9
1 16AWG 3.1 137
1479 0015010 (1.5mm) 10c 16.7 369 14 98.6
1479 0015012 12¢ 18.0 448 13 120
1479 0015016 16¢ 19.7 562 12 151
1479 0015018 18c 20.6 622 12 165
1479 0015020 20c 21.6 686 1 181
1479 0015025 25¢ 23.8 793 11 217
1479 0015030 30c 25.7 953 10 265
1479 0025002 2c 129 220 35 48.4
1479 0025003 3c 13.6 254 29 60.4
1479 0025004 4c 14.7 306 26 734
1479 0025005 5¢C 16.7 392 25 941
1479 0025006 6c 18.0 458 23 108
1479 0025007 7c 19.5 532 23 123
1479 0025008 83/0.18 8c 20.8 608 22 138
—  14AWG 43 8.62
1479 0025010 (1.9mm) 10c 223 630 20 162
1479 0025012 12c 23.0 713 19 185
1479 0025016 16¢ 25.9 9 17 245
1479 0025018 18¢c 27.2 1047 16 270
1479 0025020 20c 28.6 1158 16 295
1479 0025025 25¢ 324 1393 15 372
1479 0025030 30c 34.2 1614 14 431

@F5E K  153m(500Ft) Standard length : 153m (500Ft)

ARES BAMERE | SHER/GR | e oyt T sz wEEE BRIKHT HEER ZEbRER
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 60384-5-52) PHtE
sectional area composition/ insulation diameter resistance Current carrying | oo dioxide
{diameter) capacities(At30T)
AWG mm mm Y mm kg/km Q/km A kg-CO2/100m
1479 0040002 2c 14.7 295 46 65.9
147 4 . e
9 0040003 1206 7/19/0.18 18 3c 15.5 344 5.43 39 81.8
1479 0040004 (2.4mm) 4 16.7 415 35 99.6
1479 0040005 5¢c 18.1 492 33 117
1479 0060002 2c 16.1 372 61 785
. 1 b
1479 0060003 10AWG 7/30/0.18 55 3c 17.0 440 2,400 5 99.3
1479 0060004 (3Amm) 4c 184 538 46 123
1479 0060005 5¢c 20.0 642 43 145
1479 0100002 2c 19.9 &7 83 122
1479 01 3 21.0 684 70 155
14790100003 | o0 7/48/0.18 74 ¢ 2144
1479 0100004 (3.9mm) 4c 237 884 64 203
1479 0100005 5¢c 25.7 1056 60 240
1479 0160002 2c 22.7 782 110 172
1479 0160003 3 24.0 9 93 220
PP | Gawe 7/36/0.26 8.1 ¢ 1348
1479 0160004 (4.9mm) 4c 26.9 1209 85 272
1479 0160005 5¢c 29.2 1448 79 335
1479 0250002 2c 26.3 1103 150 229
1479 0250003 3 27. 1344 126 299
A DES L 4awe 19/45/0.18 95 ¢ 8 3 0.8481
1479 0250004 (6.3mm) 4c 31.1 1725 115 389
1479 0250005 5¢ 33.8 2075 107 465
1479 0350002 2c 29.9 1504 195 301
1479 0350003 3 316 1854 164 405
- 2AWG 19/33/0.26 10.9 ¢ 0.5335
1479 0350004 (7.7mm) 4c 353 2379 149 521
1479 0350005 5¢ 38.3 2869 139 620
@755 K  153m(500Ft) Standard length : 153m (500Ft)
XANYOTOHFTERERFEIT7—T7VU—EFEEENCTOETY . AFREICL T, TieORBIERMERUTIRE,
%The current carrying capacities of this catalog is a value at the ambient temperature 30°C in the air.
WEERAMREL  Temperature Correction Factor
fi 21~25 26~30 31~35 36~40 41~45 46~50 51~55 56~60 61~70
T 1.05 1.00 0.94 0.88 0.82 0.75 0.67 0.58 0.33

QLK THEATIEDOHFRERICOVTE. HP LD [FAEREF 2B HB{ZE0,  Please refer to our Homepage for the current carrying capacities in North America.
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#ll/Reference ECOLEX79TS 16AWGx3c
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o —TJIVig&E Cable construction

C E C@us ¢ us

ECOLEX-Series

TRYERER
PREE

Carbon dioxide

A kg-CO2/100m

Characteristics
of cable

— v | EFPRESSE | Y—NIAVTVIR oz} HepAtE TR ifif./ A X% [ RoHS#ES | 7ONARMIG | /\OS Y TU—
=TIk Operating temp | Thermal index | Oil resistance |Flame retardant Flexing Noise resistance Wiring RoHS Directive Outgas Halogen free
-40~+105C| 121C D B G B wEsEEE | ES A o
External Conformity

43

BRES BRMETE | BERVGR) | BRI Py SR BEES B{REHT FEER

Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 80364-5-52)

sectional area composition/ insulation diameter resistance Current carrying

{diameter) capacities(At30T)

AWG mm mm iy mm kg/km Q/km
1479 1007502 2c 9.2 120 19
1479 1007503 3c 9.6 136
1479 1007504 4c 10.3 161
1479 1007505 5¢ 12.1 214
1479 1007506 6¢ 12.9 245
1479 1007507 7c 13.8 279
147 8 14.7 Bill5)
—9 LIS 18AWG 83018 2.7 ¢ 21.8

1479 1007510 (1.1mm) 10c 15.6 329
1479 1007512 12¢ 16.0 365
1479 1007516 16¢ 18.3 484
1479 1007518 18¢c 19.1 532
1479 1007520 20c 20.0 582
1479 1007525 25¢ 21.9 667
1479 1007530 30c 23.0 762

¥1 =T )M DV TIF BEROEM T —5ZSRU TS, Refer to technical data.

A &

Application

- ARSI BRECHR

. BIRIR. o —J IV EetR A

. /A XBRIB
.N\Oy>vIU—

. External wiring

. Power line for tray cable

¥ R

Characteristics

NOFYRYPEZSATHEST MR- RAKICESVENRELT B T,
CE.UL.c-UL.NFPA70/79ICEBLTHED 1 DD —TJ IV CERRUSEDH LN T
EXRT Fe RETOBRILEEEDRFBICDOENDRERLIDEIEDRVREEELE
EEECRETY,

ECOLEX79TS series does not contain a halogen system material, and when burning and
incinerating, the poisonous substance is not generated. These enable to simplify the design
and efficient storage for the reduction of costs due to CE, UL, c-UL and NFPA70/79

. Noise resistance approvals.
. Halogen free
ME35E Approval*2
IEH ltem CE (UL) (UL) UL c-(UL) c-UL
L — E 194237 E 207230 E 194236 E 194237 E 194236
Afir\t,al ] VDE 0281 UL 62 UL 1277 UL 758 osaC 222 csac2ez
Lo decernton (I0E 16 BANG se TC 21002 ST oo /B
- A & 600V 600V 600V 600V 600V
@5 %Itage 2000V/15min
ﬁ'& . f'ﬁﬁﬁ?ﬂ resistance 200MQ-km (at20°C)
Characteristics Pt range —15C~70C 105°C ‘90033,075‘&;?‘}‘2’2 AWG‘ 105°C ‘ 105°C ‘ 105°C
ﬁrﬂ?ﬂtﬁ bending for radius 6D D=4 —7JL5E& Outside diameter
P tardant (iEC 80532.1) Vw1 | MG [ e | Fri | Fri
s IEC 60228 Class 5 ASTM B-3
s ﬁﬁaﬁ%m identification TPE/R/F>1\U>JBa+iR/% (Black core with white numbering +G/Y)
Construction | =L ###8>— LR 0.12TAC (Braid shield 0.12TAC)
St ccir TPE/E (Black)

%2 SREAINBII T A XCK>TEILEDFET , Approval is depending on products.

@555% K : 153m(500Ft) Standard length : 153m (500Ft)

NICHIGOH 44



& —7J)UiE&E Cable construction

ECOLEX79TS

NFPA70/79%i EEREIN—ILRT—D)b

o —7J)Uig& Cable construction

C E c@us ¢ us

ECOLEX-Series

AmES BFETERE | BMERUGOIE) | HERSE e TSR BMEEE BIMER HFEER | A=A
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 60384-5-52) BHtE
sectional area C?(’j?;)r%zltté?;/ insulation diameter resistance cg;gcﬁgte;a/\rgl()ﬂ“g@) Carbon dioxide
AWG mm mm B mm kg/km Q/km A kg-C02/100m
1479 1015002 2c 10.0 147 25 34.6
1479 1015003 3c 10.5 169 21 421
1479 1015004 4c 11.3 201 19 50.4
1479 1015005 5¢ 13.2 265 18 66.5
1479 1015006 6c 14.1 305 17 76.0
1479 1015007 7c 15.2 351 16 85.9
1479 1015008 53/0.18 8c 16.1 396 15 95.3
1 16AWG 3.1 137
1479 1015010 (1.5mm) 10c 18.0 448 14 119
1479 1015012 12¢ 18.5 499 13 133
1479 1015016 16¢ 20.2 618 12 165
1479 1015018 18c 211 682 12 181
1479 1015020 20c 22.1 749 11 197
1479 1015025 25¢ 24.9 898 11 248
1479 1015030 30c 26.2 1029 10 284
1479 1025002 2c 134 255 35 575
1479 1025003 3c 141 292 29 70.0
1479 1025004 4c 15.2 348 26 84.0
1479 1025005 5c 17.2 438 25 106
1479 1025006 6c 18.5 509 23 121
1479 1025007 7c 20.0 588 23 138
1479 1025008 83/0.18 8c 213 669 22 154
—  14AWG 43 8.62

1479 1025010 (1.9mm) 10c 22.8 696 20 179
1479 1025012 12c 235 781 19 202
1479 1025016 16¢ 26.4 1017 17 265
1479 1025018 18¢c 27.7 1128 16 291
1479 1025020 20c 29.1 1244 16 318
1479 1025025 25¢ 329 1489 15 398
1479 1025030 30c 34.7 1717 14 458

45

@F5E K  153m(500Ft) Standard length : 153m (500Ft)

ARES BAMERE | SHER/GR | e oyt T sz wEEE BRIKHT HEER ZEbRER
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 60384-5-52) PHtE
sectional area composition/ insulation diameter resistance Current carrying | oo dioxide
{diameter) capacities(At30T)
AWG mm mm Y mm kg/km Q/km A kg-CO2/100m
1479 1040002 2c 15.2 334 46 76.4
1479 1040003 3c 16.0 386 39 93.0
—_— 12AWG 7119/0.18 4.8 5.43
1479 1040004 (2.4mm) 4 17.2 461 35 112
1479 1040005 5¢c 18.6 543 33 131
1479 1060002 2c 16.6 415 61 89.7
1479 1060003 3 17.5 487 51 111
S O L qoawe 7/30/0.18 55 ¢ 3.409
1479 1060004 (3Amm) 4c 18.9 590 46 136
1479 1060005 5¢c 20.5 700 43 160
1479 1100002 2c 20.4 631 83 136
1479 1100003 3 215 744 70 170
_—— 8AWG 7/48/0.18 71 ¢ 2144
1479 1100004 (3.9mm) 4c 24.2 952 64 221
1479 1100005 5¢c 26.2 1130 60 260
1479 1160002 2c 23.2 846 110 188
1479 1160003 3 245 1009 93 238
—_— 6AWG 7/36/0.26 8.1 ¢ 1.348
1479 1160004 (4.9mm) 4c 274 1285 85 292
1479 1160005 5¢c 29.7 1533 79 357
1479 1250002 2c 26.8 1178 150 349
1479 1250003 3 28.3 1423 126 322
—_— 4AWG 19/45/0.18 9.5 ¢ 0.8481
1479 1250004 (6.3mm) 4 31.6 1814 115 413
1479 1250005 5¢ 34.3 2171 107 492
1479 1350002 2c 30.4 1589 195 325
1479 1350003 3 321 1944 164 428
R — 2AWG 19/33/0.26 10.9 ¢ 0.5335
1479 1350004 (7.7mm) 4c 35.8 2481 149 548
1479 1350005 5¢ 38.8 2980 139 651
@755 K  153m(500Ft) Standard length : 153m (500Ft)
XFAYOTOHFFERERTT7—T7U—FAEEENCTOETT . AEREICKOT. TEEDMERMERUTREEL,
%The current carrying capacities of this catalog is a value at the ambient temperature 30°C in the air.
WEERAMREL Temperature Correction Factor
BE(C
o emperature | 21725 26~30 31~35 36~40 41~45 46~50 51~55 56~60 61~70
e 1.05 1.00 0.94 0.88 0.82 0.75 0.67 0.58 0.33

QIR THERATIRDOHFRERICOVTL HPED [FEEREF 2 S B{FSE,  Please refer to our Homepage for the current carrying capacities in North America.
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ECOLEX140T € & @ .

BRI /AERFTS EREEAZ S —I I ECOLEX-Series

J\O045*>7U—/HALOGEN FREE NFPA70:d & —— o —7J)L#g& Cable construction
Environmental control
e eome HRES SONTER | GRER/OND | REME | Bl | HENVE | BEEE | BNER | SEER | Bt
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass Conductor (IEC 60364-5-52) HHHE
sectional area composition/ insulation diameter resistance Current carrying |0 dioxide
=2 F—T G - SEA (diameter) capacities(At30T)
Tape Insulation Conductor X OB T — mm?/AWG mm mm vy mm kg/km Q/km A kg-C02/100m
1400 0001402 2c 43 23 5.8
1400 0001403 3c 45 25 49 7.7
SIEFR TS T U nim i |
‘ TR 1400 0001404 4c 48 30 43
< 1400 0001405 5¢ 5.2 35 4.0 10.7
X | 7otz 1400 0001406 6c 56 41 38
1400 0001407 7c 6.1 48 3.7 13.7
@ S0~/ 1400 0001408 | g 14mmy/ 21016 . 8 65 54 - 35
1400 0001410 | 26AWG €0.5mm) ' 10¢ 6.9 56 33 19.0
1400 0001416 16¢ 8.0 82 2.7 27.6
1400 0001418 18¢c 8.4 91 2.6
%l/Reference ECOLEX140T 1.5mm?x3c
1400 0001420 20c 9.0 105 2.6 32.9
5 - {ERR Y=AVTYIR| T oA | MREEE | WM | ER RoHSIES | PUNARNG | /\O>TU— 1400 0001425 25¢ 9.9 123 24
;;ct:rli,stﬁii Operating temp Thermal index | Oil resistance | Flame retardant Flexing Noise resistance ﬁé::;rgéﬁ RoHS;irective Outgas Halogen free m 30¢ 106 183 99 486
 cabl —30 ~ +105C : ~ 0.34mm? 25 =]
orcane 240~ +105C:05mme~ | 121C B = C B Internal | Conformity A O 1400 0002502 2 46 21 8.0
1 =T IVEHICDV T3 BROEHTT—5ESIRUTTE W, Refer to technical data. 1400 0002503 3c 48 31 6.6 8.9
1400 0002504 4c 5.2 37 6.0
A & Application 4% E Characteristics 1400 0002505 5c 5.6 44 5.5 12.5
P RMEES A TEST I BB CEENENRE LE A T 1490 000250 x o 2 o2
B VAN Wy V2 THBSTF. k) BFICEE H (UFS . &fe.CE,UL, DYV
- BES DGR o % . 1400 0002507 7c 6.6 60 5.0 16.4
== c-ULNFPA70ICEELTHD 1 DD —J IV CEARULEDH EN TEF T Fe. e
EEE B ORI EEBOERIC DEDDARED O EDB\REH SR EEEEICRE II900:00023008 0.2omm ( 31;/;1-1% 15 8 L 69 754 49
_Class2@EEste T, 1400 0002510 -bomm 10c 77 75 45 22.5
> )— 14 2512 12¢ 7.9 84 41
-N\aFvIY ECOLEX140T series does not contain a halogen system material, and when burning and M
_For fixed installation incinerating, the poisonous substance is not generated. These enable to simplify the design 1400 0002516 16c 8.9 L 3.8 33.2
. Communication line and efficient storage for the reduction of costs due to CE, UL, c-UL and NFPA70 approvals. 1400 0002518 18¢ 9.4 123 36
. Signal line 1400 0002520 20c 9.8 136 3.5 41.2
. Power-limited circuits (Class?2) 1400 0002525 256 11.0 162 33
. Halogen free 1400 0002520 |
1400 0002530 30c 11.8 193 3.1 60.6
@fR555 K ¢ 153m(500Ft) Standard length : 153m (500Ft)
MERSE Approval*®?
IBE Item CE (UL) (UL) uL c-(UL) c-UL
L - R 50241492 E 314378 E 308483 E 194236 E 308483 E 194236
SRl ; } }
A;froval B EN 50525-3-11 UL 13 UL 444 UL 758 el ceze2 cshceez
i o 0371Z1-F cL2 cM 21002 cMm S
. 300/300V (300V) (300V) 600V (300V) 600V
. 2000V/15min
ﬁﬁ . ﬁﬁﬁﬂ resistance 200MQ-km (at20°C)
Characteristics . —15C~70°C 105 ‘ 105 ‘ 105 ‘ 105¢C ‘ 105¢C
R N . 6D D=4—7L4}HZ/Outside diameter
g EN 50265-2-1 VW-1 for CT use ‘ VW-1 for CT use ‘ VW-1 ‘ VW-1 for CT use ‘ T
Flame retardant (IEC 60332-1) (UL 1685) (UL 1685) - (UL 1685)
B IEC 60228 Class 5 ASTM B-3
BE Ll 0.14—0.34mm? : TPE / [#51%P6128 ] (See Core Identification, P61)
Construction Insulation/Core identification 0.5—1.5mm?: TPE / B/F /3> JE+ig/% (Black core with white numbering + G/Y)
. TPE/E (Black)

%2 SREINBIF Y A XICK>TELKDZF T Approval is depending on products.
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ECOLEX140T (€ & @ M.

BRM/AEKrs BEEmREES S —JIb
ECOLEX-Series

s —7J)LiE&E Cable construction o—7J)iE&E Cable construction

ERES BAMER | SER/GIR) | BRIER e fTESE | BEEE | SHER HEER i 4 o3 BRES BAMER | SIER/GIR) | BRIER e fTESE | BEEE | SHER HEER i { o3
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 608645-52) BrHE Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (IEC 808645:52) B
sectional area C?(’j?;)r%zltté?;/ insulation diameter resistance c(a;;gcﬁgtegla/\rgl()ﬂ“g@) Carbon dioxide sectional area C?(ri?;)r?wiltté?;/ insulation diameter resistance Cg;;mte;a/\’trsyg‘%) Carbon dioxide
mm?/AWG mm mm iy mm kg/km Q/km A kg-CO2/100m mm?/AWG mm mm Y mm kg/km Q/km A kg-CO2/100m

1400 0003402 2 4.9 31 95 8.1 1400 0015002 2c 6.7 71 23 12.9
1400 0003403 3c 5.2 37 8.0 10.0 1400 0015003 3c 741 88 19 16.9
1400 0003404 4c 5.6 44 7.2 12.1 1400 0015004 4c 8.0 113 17 211
1400 0003405 5¢ 6.0 52 6.6 14.3 1400 0015005 5¢ 8.9 141 16 26.3
1400 0003406 6c 6.5 62 6.3 16.4 1400 0015006 6c 9.6 167 15 30.8
1400 0003407 7c 741 72 6.1 19.5 1400 0015007 7c 10.7 201 15 36.6
1400 0003408 0.34mm/ 19/0.15 8¢ 7.8 86 5.9 22.0 1400 0015008 1.5mm? 56/0.18 8¢ 115 231 14 423
1400 0003410 |  22AWG (0.8mm) 16 10c 8.3 89 54 5.4 26.9 1400 0015010 |  16AWG {1.5mm) 20 10c 125 253 193 13 50.4
1400 0003412 12¢ 8.6 101 51 30.4 1400 0015012 12¢ 12.9 292 12 58.3
1400 0003416 16¢ 9.6 133 4.6 39.4 1400 0015016 16¢ 14.7 390 1 76.0
1400 0003418 18¢c 10.1 148 44 434 1400 0015018 18c 15.4 436 11 85.9
1400 0003420 20c 10.8 169 43 489 1400 0015020 20c 16.4 491 1 94.5
1400 0003425 25¢ 12.1 200 4.0 60.6 1400 0015025 25¢ 18.4 586 9.9 119
1400 0003430 30c 12.8 232 3.8 69.8 1400 0015030 30c 19.6 695 9.3 139
1400 0005002 2 52 38 12 738 @555 © 153m (500Ft) Standard length : 153m (500Ft)
1400 0005003 3c 5.5 45 10 9.7
1400 0005004 4c 5.9 55 9.3 11.6
1400 0005005 5¢c 6.4 66 8.6 13.7 XEAYOIOHFBERBERIIT7—T7V—FAEEENCTDETY . ABREICKO T, TEeDMERMERLTILEE L,

—1400 0005006 6 70 78 83 158 %The current carrying capacities of this catalog is a value at the ambient temperature 30°C in the air.
1400 0005007 7c 78 94 79 18.0 Eé‘;ﬁ{;@zﬂ SBE(C) Ambient temperature | 10 | 11~15 | 16~20 | 21~25 | 26~30 | 31~35 | 36~40 | 41~45 | 46~50 | 51~55 | 56~60

[ ) G | o5 yo1s o o3 08 - o1 Temperature Correction Factor | P Correction factor 122 | 147 | 142 | 106 | 100 | 094 | 087 | 079 | 071 | 061 | 050
1400 0005010 20AWG {0.95mm) 1.75 10¢ 91 118 34.6 71 25.0 E,fﬁgﬁwm& JBIE(C) Ambient temperature | 21~25 | 26~30 | 31~35 | 36~40 | 41~45 | 46~50 | 51~55 | 56~60 | 61~70

i | 120 o . o6 285 Temperature Correction Factor | P8 Correcton fator 1.05 1.00 0.94 0.88 0.82 0.75 0.67 0.58 0.33
1400 0005016 16¢ 10.5 176 6.0 37.0
1400 0005018 18¢c 11.1 197 58 40.9
1400 0005020 20c 11.8 223 5.6 46.1
1400 0005025 25¢ 13.3 266 5.3 57.3
1400 0005030 30c 14.0 309 49 66.5
1400 0007502 2c 5.9 44 16 8.9
1400 0007503 3c 58 53 13 11.2
1400 0007504 4c 6.3 65 12 13.8
1400 0007505 5C 6.8 78 11 16.3
1400 0007506 6c 7.6 96 11 19.0
1400 0007507 7c 8.3 112 10 22.6
1400 0007508 0.75mm¥ 33/0.18 8c 9.1 133 9.9 25.4
1400 0007510 |  18AWG (. Amm) 19 10c 97 141 218 9.2 31.2
1400 0007512 12¢ 10.0 162 8.5 35.8
1400 0007516 16¢c 11.2 213 7.7 45.3
1400 0007518 18¢ 12.0 243 75 51.4
1400 0007520 20c 12.6 269 7.3 56.5
1400 0007525 25¢ 14.2 321 6.8 70.2
1400 0007530 30c 15.2 382 6.4 83.3

@755 K  1563m(500Ft) Standard length : 153m (500Ft)
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ECOLEX140TS

BRM/IEARITES BEEECHRAZ S —ILRT—TIb

J\O%">7U—/HALOGEN FREE

V=R =R F-T #@EEG%

Sheath

Shield Tape

fil/Reference ECOLEX140TS 1.5mm2x3c

Insulation

B

Conductor

NFPA7 O3

BRI

Environmental control

&

){.

@

Y

gy Iu—

RIBAHINIIC

T ORAZXHG

20—/ \IU#RHE

ISO1400 1845

o—TJIVig&E Cable construction

C€

AL

TOV

C@US c“‘us
ECOLEX-Series

T LA ERREEHE Y=RIAVTYIA| T PR TRERRE | il A2 BCHR RoHS#E® | 7IMRNMNG | /\O5>TU—
o Operating temp Thermal index | Oil resistance |Flame retardant Flexing Noise resistance Wiring RoHS Directive Outgas Halogen free
aracteristics
of cable —380 ~ +105C : ~ 0.34mm" HBEADER| BS
—40 ~ +105C : 0.5mm*~ 121C D B c bl Internal Conformity & O

¥1 =T UMDV TIF BEROEMT —5 2SR U TS, Refer to technical data. %2 A : 0.14~0.34mi, B : 0.5~1.5mi

H 3= Application

. EIEEB

. (551

. BIER

. Class2[@i&ix &
./ ZRE

LN\OFYIU—

. For fixed installation
. Communication line

. Signal line

. Power- limited circuits (Class2)

. Noise Resistance
. Halogen free

WERSE Approval®®

% R Characteristics

NOFVRYMBZESATHES T RIE-RABICEEVEDIRELI B A K. CE, UL,
c-UL, NFPA70ICEELTED 1 DD —JILCEARUSEOREN TERT . Fie.
REDOEREEEBEDRBICOENDERIDEMEDRVNEREFEERLABEEIC

RETY.

ECOLEX140TS series does not contain a halogen system material, and when burning and
incinerating, the poisonous substance is not generated. These enable to simplify the design
and efficient storage for the reduction of costs due to CE, UL, c-UL and NFPA70 approvals.

BRES SER | SRR | BENE poe HiNE | BEEE | GHER | SSER | CBLRE
P e | comosiay | Cotan’ | TP | ighger® | e | IR Gt | it
(diameter) capacities(At30T)
mm?/AWG mm mm X mm kg/km Q/km A kg-C02/100m
1401 1001401 1P 48 35 58
1401 1001402 2p 6.6 65 43 17.1
1401 1001403 3p 7.0 72 38
1401 1001404 4p 77 86 35 25,0
1401 1001405 5P 8.4 101 33
1401 1001406 0'216‘1\"\;\,":/ <g/50r;:1> 13 6P 9.2 121 132 3.0 27.0
1401 1001407 7P 9.2 17 28
1401 1001408 8P 9.8 137 27 31.8
1401 1001410 10p 11.1 155 26
1401 1001412 12p 115 172 25 429
1401 1001416 16P 12.8 218 22
1401 1001420 20p 155 281 21 58.8
1401 1002501 1P 5.1 # 8.0
1401 1002502 2p 71 78 6.0 18.8
1401 1002503 3p 77 88 5.2
1401 1002504 4p 8.4 105 49 255
1401 1002505 2 5p 9.3 128 45
1401 1002506 0'2245A"\;V"(;/ <3é€r;r?1> 145 6P 10.0 148 754 41 29.9
1401 1002507 7P 10.0 144 40
1401 1002508 8p 10.8 175 38 36.6
1401 1002510 10p 123 198 35
1401 1002512 12p 127 220 34 449
1401 1002516 16P 14.1 281 3.1
1401 1002520 20p 17.0 360 29 67.6
1401 1003401 1P 5.4 46 95
1401 1003402 2p 78 93 72 19.2
1401 1003403 3p 8.3 103 63
1401 1003404 a4p 9.2 126 59 28.7
1401 1003405 2 5P 9.9 148 54
1401 1003406 0'232‘1\"\;\,";/ (109{;?“:) 16 6P 110 180 55.4 5.1 313
1401 1003407 7P 110 175 48
1401 1003408 8P 118 211 46 36.6
1401 1003410 10P 13.4 239 43
1401 1003412 12p 13.8 265 41 505
1401 1003416 16P 15.4 340 37
1401 1003420 20p 18.4 432 35 756

IEE Item CE (UL) (UL) uL c-(UL) c-UL
L - R 50241492 E 314378 E 308483 E 194236 E 308483 E 194236
A;igrzif/al e EN 50525-3-11 UL 13 UL 444 UL 758 S C222 cshceez
T—INFTAY Class 1/T
e A 03z1Z1-F cL2 CM 21002 CcMm Group A/B
LFBE
Ao itage 300/300V (300V) (300V) 600V (300V) 600V
ES? %Itage 2000V/15min
BRI .
4% Insulation resistance 200MQ-km (at20°C)
Lhatzgtziistics . —15C~70C 105C ‘ 105C ‘ 105%C ‘ 105%C ‘ 105C
Rl NN 6D D=4—7IL4}HZ/Outside diameter
BHAME EN 50265-2-1 VW-1 for CT use VW-1 for CT use VW-1 VW-1 for CT use FT 1
Flame retardant (IEC 60332-1) (UL 1685) (UL 1685) - (UL 1685)
. IEC 60228 Class 5 ASTM B-3
Mes/En 0.14—0.34mm? : TPE/[#715%P612H8] (See Core Identification, P61)
& Insulation/Core identification 0.5—1.5mm? : TPE/&/F>/\)>JE+43/# (Black core with white numbering + G/Y)
Construction | =k A5 —ILK 0.12TAC (Braid shield 0.12TAC)
I—R/V—E
Sheath/Sheath color TPE/& (Black)

%3 FREINBIF T A XICKDTRIFDF T . Approval is depending on products.

@HR5EsE R - 153m(500Ft) Standard length : 153m (500Ft)
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ECOLEX140TS (€ & @ M.

BRM/AEK s BEREES Sy — IRy — )L
ECOLEX-Series

s —7J)LiE&E Cable construction o—7J)iE&E Cable construction

AEES ERIERE | BMERGR) | BRSO P T 5 BEES BIKER FEER i S BRES ERIRERE | BEROR) | RO P T 54 BHES BiKER FEER TBA(ERER
Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (EC 80384552) PHHE Part number Nominal cross Conductor Diameter of | No. of cores | Approx.overall | Approx.mass | Conductor | (EC 80384552) PHHE
sectional area C?QUDOS|tt|°';/ insulation diameter resistance c(a;;;rcﬁgtegla/\rgl()ﬂ“gc) Carbon dioxide sectional area C?QUPOS?'O;/ insulation diameter resistance cg;;ggte;a/\’gg‘%) Carbon dioxide
lameter lameter
mm?/AWG mm mm iy mm kg/km Q/km A kg-CO2/100m mm?/AWG mm mm Y mm kg/km Q/km A kg-CO2/100m
1400 1005002 2c 5.7 54 12 1.4 1400 1015002 2c 7.2 92 23 17.4
1400 1005003 3c 6.0 61 10 13.7 1400 1015003 3c 7.8 112 19 222
1400 1005004 4c 6.4 73 9.3 15.7 1400 1015004 4c 8.5 137 17 27.4
1400 1005005 5¢ 6.9 86 8.6 18.2 1400 1015005 5¢ 9.4 168 16 322
1400 1005006 6c 7.7 102 8.3 211 1400 1015006 6c 10.1 196 15 38.4
1400 1005007 7c 8.3 117 7.9 24.4 1400 1015007 7c 1.2 233 15 43.8
1400 1005008 0.5mm¥ 21/0.18 175 8c 9.0 137 206 7.7 271 1400 1015008 1.5mm? 56/0.18 25 8c 12.2 272 133 14 50.4
1400 1005010 20AWG (0.95mm) ' 10c 96 146 ' 71 32.4 1400 1015010 16AWG {1.5mm) ' 10c 13.0 291 ' 13 60.4
1400 1005012 12¢ 9.9 163 6.6 36.3 1400 1015012 12¢ 13.6 337 12 68.7
1400 1005016 16¢c 11.0 208 6.0 445 1400 1015016 16¢ 15.2 435 11 87.5
1400 1005018 18c 11.8 236 5.8 50.1 1400 1015018 18¢c 15.9 483 11 96.6
1400 1005020 20c 12.3 259 5.6 54.4 1400 1015020 20c 16.9 541 11 108
1400 1005025 25¢ 13.8 306 5.3 66.8 1400 1015025 25¢ 19.1 651 9.9 132
1400 1005030 30c 14.7 359 49 78.0 1400 1015030 30c 20.1 755 9.3 154
1400 1007502 2 6.0 60 16 126 @555 © 153m (500Ft) Standard length : 153m (500Ft)
1400 1007503 3c 6.3 70 13 15.3
1400 1007504 4c 6.8 84 12 18.2
1400 1007505 5¢c 7.5 102 1 21.2 XANYOTOHBFERBIRIITT7—T7U—EAFEENCTDETT  AFEREICKOT. TRROMWEFRBERUTIEE L,
1400 1007506 6c 8.1 119 1 959 %The current carrying capacities of this catalog is a value at the ambient temperature 30°C in the air.
1400 1007507 7c 9.0 141 10 28.4 E;lggéi';ﬂ JBEE(C) Ambient temperatre | 10 | 11~15 | 16~20 | 21~25 | 26~30 | 31~35 | 36~40 | 41~45 | 46~50 | 51~55 | 56~60
71400 1007508 | I s3018 - - o~ - e Temperature Correction Factor | Correcton factor 122 | 117 | 112 | 1.06 | 100 | 094 | 087 | 079 | 071 | 061 | 050
1400 1007510 18AWG (1.1mm) 19 10¢ 104 175 218 9.0 38.0 Ezlglmwﬁ%z JBEE(C) Ambient temperature | 21~25 | 26~30 | 31~35 | 36~40 | 41~45 | 46~50 | 51~55 | 56~60 | 61~70
1400 1007512 19¢ 10.7 197 85 499 Temperaturé\Correction Factor %24 Correction factor 1.05 1.00 0.94 0.88 0.82 0.75 0.67 0.58 0.33
1400 1007516 16¢c 11.9 252 7.7 54.5
1400 1007518 18c 12.5 279 7.5 59.8
1400 1007520 20c 13.3 313 7.3 66.7
1400 1007525 25¢ 14.9 37 6.8 81.7
1400 1007530 30c 15.7 428 6.4 93.8

@F5E K  153m(500Ft) Standard length : 153m (500Ft)




